ANTENNAS

The antennas below are from ELPRO Technologies, they are ground-independent and suitable for use with the ELPRO

products that operate in the 5Ghz frequency bands.

SPECIFICATIONS
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FELPRO ANTENNAS
5GHZ WIFI BAND

Antenna’s for use with ELPRO products
that operate in the 5GHz WiFi bands

Parameters OMNI2458-7 Z5800-12 PANWIFI-12-N

Frequency 2400-2483 / 5150-5850 MHz 5150-5850 MHz 2400-2500 MHz & 5700-5800 MHz

Gain 3.25/ 5.47-7.88dBi 12dBi 12dBi

H-Plane Omni directional (3609) Omni directional (3609) 40°

E-Plane 170/ 14¢ 7° 40¢°

Bandwidth full stated frequency range full stated frequency range 140Mhz, Center freq

VSWR < 2:1ratio across band < 1.5:1 ratio across band < 3:1ratio across band

Polarization Vertical Vertical Vertical or Horizontal as appliction
Requires

Termination

N Type Male in base of mount section. N Type female in base of mount section.

N-type bulkhead female

Housing White Polycarbonate radome

Grey Fiberglass radome Stainless steel / UV stablised ABS

Mounting Nickel Coated Brass ferrule

requires Female CCTail or Bulkhead Surge

Arrestor (see order codes below)

Chrome ferrule & parallel mount bracket
with dual 30-50mm capable U-bolts

Adjustable Stainless
bracket to fit 23-45mm pole

Wind loading at 160Km/h N/A 0.93kg (2lb) at 160km/h (99mph) N/A

(99mph)

Bracket Included No (requires Female CCTail or Bulkhead Yes Yes with Hoz & Vert mounting option
Surge Arrestor)

Dimensions

Size (length) 275mm (10%) 560mMm(22”) 104 x 104 x 174mm (4.1"x 4.1"x 6.8”)

Weight 0.6kg (1.3lbs) 0.52kg (1.1lbs) 0.45kg (1lbs)

Note: Specifications are subject to change.
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ELPRO ANTENNAS
5GHZ WIFI BAND

Order Codes

ANTOMNI2458-7

Dual band Collinear antenna (2.4 & 5Ghz); N Type Male, Bulkhead MNT, 3.2/7.9 dBi gain

ANTZ5800-12

Collinear antenna; N Type female, mounting bracket, 12 dBi gain.

ANTPANWIFI-12-N

Dual band directional antenna (2.4 & 5Ghz), N-type female connector, 12 dBi gain

SURCSD-N-6000

Coaxial surge diverter, bulkhead N female to N female (optional if using ANTOMNI2458-7 above)

CCTAIL-SMA-F

Coaxial cable tail, 600mm (24°), N-type female to SMA male (optitional if using ANTOMNI2458-7 above)

CONTACT

Australia
ELPRO Technologies

29 Lathe Street

Virginia QLD 4014

T +617 3352 8600

E sales@elprotech.com
W elprotech.com

USA

ELPRO Technologies Inc

2028 East Ben White Boulevard
#240-5656 Austin, TX 78741-6931
T +1855 4435776

E sales@elprotech.com

W elprotech.com

HOW TO ORDER

Simply send us an email at
sales@elprotech.com, contact your local
distributor, or phone +617 3352 8600

An envirada group company



