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ERT10WSOL 
ALERT SOLAR 
10W ERRTS TREE SOLAR PANEL 
ASSEMBLY 

TREE MOUNT SOLAR PANEL ASSEMBLY
ELPRO ERRTS Tree mount solar panel assemby is fitted with a “Symmetry” 10W solar panel and terminated with 5m of 2mm2 dual 
core red/black cable and fitted with a 3 pin Milspec solar plug. 

Also comes with a 16mm cable gland, mounting screws & washers (for mounting to the ERRTS Tree) and a M5 Allen key. 

Parameters ERT10WSOL

Panel Manufacturer Symmetry

Normal Peak (Watts) 10

Cell Type Mono-Crystalline

Frame Depth 25mm (1”)

Max Power Voltage Vmp (V) 18.47

Max Power Current Imp (A) 0.55

Open Circuit Voltage Voc (V) 22.63

Short Circuit Current Isc (A) 0.58

Power Output Tolerance Pmax (%) +/- 3%

Operating Temperature (C) -40 to +85 ~

Max System Voltage (VDC) 1000

Diode 1 Bypass diode

Cable 5m x 2mm2 dual core fitted with 3pin Solar Milspec Plug

Dimensions

Size (length) 380mm x 306mm x 210mm (15” x 12” x 8.2”)

Addition parts 16mm Cable Gland
4 x S/S M6x20mm Socket Cap Screws and M6 S/S Flat washers.

M5 Allen Key (for mounting)
    

SPECIFICATIONS

Note: Specifications are subject to change.

Order Codes

ERT10WSOL 10W ERRTS TREE SOLAR PANEL ASSEMBLY



HOW TO ORDER
Simply send us an email at  
sales@elprotech.com, contact your local 
distributor, or phone +61 7 3352 8600

An envirada group company

CONTACT
Australia
ELPRO Technologies

29 Lathe Street
Virginia QLD 4014
T +61 7 3352 8600
E sales@elprotech.com
W elprotech.com

USA
ELPRO Technologies Inc
2028 East Ben White Boulevard
#240-5656 Austin, TX 78741-6931
T +1 855 443 5776
E sales@elprotech.com
W elprotech.com

SOLPAN10W
ALERT SOLAR
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